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1l = GUIDE ARM ALIGNMENT:

| - FURLING LINE REPLACEMENT:

The guide arm can be positioned in line or at 90 degrees to correctly align the furler mount with the deck or bowsprit attachment.
We recommend:

e  Polyester Braid: 10mm (3/8”) FSE Robline Sirius 500.

What you will need: Metric Allen/Hex key (#5), Ronstan Tef-Gel TG-10.
e High performance rope: 10mm (3/8”) FSE Robline SYS cover and Ocean 3000 Dyneema® core.

™
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e Loosen the bolt & nut located in the guide arm underneath the drum.
e Loosen the two screws holding the guide plate to the guide arm.

e Drop the guide arm off the shaft exposing the guide arm locking pin.
e Rotate the guide arm by 90 degrees.

e  Push back up along the shaft, over the guide arm locking pin.

e Ensure the guide arm is fully seated over the locking pin.

e Tighten the bolt, nut and screws.

A- Feed & splice

Step 1
Feed one end of the furling line through the guide rollers, around the drum, back out the guide rollers, then splice. Step 2
M6 x 55

B- Pre-spliced line
What you will need: Metric Allen/Hex key (#4), Silicon lubricant spray (eg:Ronstan Sailfast RF3000), Tef-Gel TG-10.

M6 x 14

Step 2 / Ty N
Step 3 Step 4

Step 4

e  Reposition PTFE strip making sure the strip is engaged in the groove of both the top and bottom plate.
e Spray Ronstan Sailfast or similar silicon based lubricant in to the groove to assist with assembly and ensure smooth Fairlead

operation. Use the above method, should you wish to re-align the fairlead.
e  Add Tef-gel to all screws before re-assembly to prevent corrosion around the stainless steel fasteners.

e Swivel the drum by hand to check that the drum spins freely over the PTFE strip.

Il — FURLING LINE ALIGNMENT: IV-Maintenance:

It is important that the furling line is correctly aligned with the guide as shown in the diagram.

A block or fairlead should be used to guide the line where required. * Rinseregularly with fresh water to remove salt.

e  Apply Ronstan RF3000 Sailfast (or a similar silicon based lubricant) over the body and components to enhance performance
and prolong service life.

e Periodically remove fasteners and re-apply Tef-gel (TG-10) to prevent corrosion.

e Factory sealed bearings are maintenance free. Bearing and seal replacement can be arranged through your local Ronstan
representative.

e  Furlers have a three year warranty — refer to www.ronstan.com for terms and conditions.

Two Cam cleats can be used to keep the furling line tight when not in use and keep the sail from unfurling.





